
LYSAGHT SLATSCREEN®
 

LYSAGHT  LOUVRESCREEN®

STYLISH SCREENING FOR YOUR HOME



WHY 
CHOOSE 
LYSAGHT® 
SCREENING?
LYSAGHT® STEEL SCREENING 
PRODUCTS MADE FROM 
COLORBOND® STEEL 
ENHANCE THE GOOD LOOKS 
& PRIVACY OF YOUR HOME

Suitable as a standalone screen 
panel or as an infill to brick or 
rendered concrete posts

Ideal for use to hide unsightly 
household utility items, such as 
bins & pool filters, from view

Can be used as attractive feature 
panels on carports & patios

Common componentry with 
other LYSAGHT® fencing to  
mix the appearance of your 
fence line

Complements contemporary 
and traditional architecture

Rot resistant & impervious  
to termite attack



YOUR SCREENING 
OPTIONS
LYSAGHT SLATSCREEN®

With its pleasing horizontal dynamic and delightful, semi-open design which 
keeps the world at bay while letting light and airflow in, LYSAGHT SLATSCREEN® 
provides privacy and security in an exceptionally stylish and desirable fashion.

You can choose to have a 10mm, 20mm or 30mm gap between each slat 
depending on whether you’re seeking a more open aesthetic or the more 
‘solid’ appearance of closely spaced slats.

LYSAGHT LOUVRESCREEN®

While delivering a similarly striking visual, LYSAGHT LOUVRESCREEN® offers 
an angled slat dimension which continues to allow airflow and light through 
the screening.

The slat angle and spacing is fixed and has been thoughtfully set at a measure 
which allows more privacy whilst ensuring light and airflow continue to pass 
freely through the screen.

SLAT RETAINERS
• Different retainer options for 

LYSAGHT SLATSCREEN® & 
LOUVRESCREEN®

• Made from a durable plastic 
material in black

QUALITY SCREEN COMPONENTS

SLAT INFILL
• Made with 0.55mm BMT 

COLORBOND® steel
• Features a similar look on 

both sides

LYSAGHT® FENCE RAIL
• Made from 0.80mm BMT 

COLORBOND® steel
• Unique octagonal 

appearance

LYSAGHT® FENCE POST
• Made with 0.80mm BMT 

COLORBOND® steel
• Distinctive, solid design

43mm

84mm

43mm

84mm

COLORBOND® STEEL STANDARD FENCING COLOUR RANGE

Note: The COLORBOND® steel colour range availability may vary between regions. Please consult with your supplier or nearest Lysaght branch for local availability. The COLORBOND® steel colours shown have been reproduced to represent actual 
product colours as accurately as possible. We recommend checking your chosen colour against an actual sample of the product before purchasing as varying light conditions and limitations of the printing process affect colour tones. The profile of fence 
posts and rails supplied may vary between regions and may differ to photos and drawings featured in this brochure and on our website. Please consult with your supplier or nearest Lysaght branch if you have any queries.

DOMAIN® WOODLAND GREY®

GREY RIDGE®

MONUMENT®

SHADOW®

PAPERBARK®

TERRACE®
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FOR YOUR NEAREST SUPPLIER VISIT: 

WWW.LYSAGHT.COM
FOR SALES ENQUIRIES CALL 13 30 38 
FOR TECHNICAL ENQUIRIES CALL 1800 641 417

The COLORBOND® steel colour swatches shown have been reproduced to represent actual product colours and finish as accurately as 
possible. However, we recommend checking your chosen colour against an actual sample of the product before purchasing, as varying light 
conditions and limitations of the printing process may affect colour tones and finish. To determine the most suitable material for your project, 
please contact your supplier or steel.com.au/colorbond. 
 
® product and product brand names are registered trademarks and TM product and product brand names are trademarks of BlueScope Steel 
Limited trading as Lysaght . 
 
The LYSAGHT® range of products is exclusively made by or for BlueScope Steel Limited trading as Lysaght. 
 
COLORBOND® steel, BlueScope, the BlueScope brand mark and ® product names are registered trademarks of BlueScope Steel Limited. TM 
colour names are trademarks of BlueScope Steel Limited. 
 
© BlueScope Steel Limited December 2019 ABN 16 000 011 058. All rights reserved.


